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1. smTUs v lvJ Router HG630 V2 
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e CJ 'v 1 2 3 A 

Power DSL Internet WLAN WPS LAN1 LAN 2 LAN3 LAN4 USB 


gndftj 

daafimfmm 

nuauaLift 

i 

POWER 

Ivl usfeio sf mima? a >3 ill ei/tl <a 

2 

DSL 

"Ivluacijmi'i'dajjeianij DSLAM ({jmierm) 

3 

Internet 

Tv'lusifl jamwsmfi^auei a ama afmei 

4 

WLAN 

IvJuaeioSfniu^qjqj'iEU Wireless 

5 

WPS 

"Ivluacijeifmusmi'i'dajjeia nuiniaouijij WPS 

6 

LAN1-LAN4 

THuaflJsanutmnn^ajjflafYucrm LAN 

7 

USB 

"Ivluacijeifmuiimi'i'dajjeia USB 


2. Internet 

n'l^Qon'imai'daiJcia Internet a'nn‘5nvh v lQ 2 Is <a>m 
uuiivi 1 (miaauaa) 

- 11I0 Browser tfuinuatwiM 192.168.1.l/3bb ufnnei Enter 

- Id Username/Password Gr^sau^inturmonun'i^AGfo 

- Validate Code GmjvhJrmg 

- n@i|jj Save 


3 



BROADBAND 


niann<?an Username ust Password njoioiJmm router 
mo ffiamaivtmnvi mncnav 1530 


Username zt7uhusxxu@3bb 

Password •••••••• 


Validate Code 


Save 


Close 




































- Massage Form Webpage tfmntwiGnJw OK 

- ^litfuflaum^ofn cnimnila'u URL Website ivtamtiioTU Internet 'Uiiau 



umjvi 2 (‘mieiauMiYUJ) 

- itld Browser fimnuas'wjm' 192.168.1.1 ueftna Enter 

- ^iaxj Username wjjvi admin 

- liao Password ySjjyI Mac Address 4 arnaoacraao Router 

- liao Validate Code wyvfenjjviiJrini] 

- neiiju Login i^amatfuaau fmfl'jfii WAN, Wireless 


Login 



How do I find the default login password? 

Forgot password? 

Log in 





































on ad™ MAC address ^tfmuaEjvi Sticker ftftGrnja’wzia^iFnav) 



3. nTsefoeh WAN tireless 
3.1 fm&fh WAN 

ifia Login nmtuuucn ^itamgvm'na uauumeho'i Wohifiumi^fi 

- nanvkmu Internet(l) -->nanvi Internet Setting(2) 

- ilaj Validate Code wjji46njjviiJrmg(3) 

- nenJjj Edit(4) 

































efofl 

- Id Username/ Password(5) vi Radius; <nr33caaul@dnnturm>n'ufn56)ei<fo 

- neii|jj Save(6) 

- ^uifueiatifri^opii smmnila'u URL Website ivfam'hfaTU Internet 'leiifm 


PPP Information 

PPP authentication mode: 

PPP trigger mode: 

Auto 

<§) Always online 

O Dial manually 

) Dial on demand 

a 

Internet account: 

zt7uhusxxu@3bb 


Internet password: 



PPP service name: 

PPP Information 

PPP authentication mode: 

Auto 

a 

PPP trigger mode: 

<§) Always online 


Internet account: 

O Dial manually 

O Dial on demand 

zt7uhusxxu@3bb 


Internet password: 



PPP service name: 

IP Information 

IP protocol version: 

IPv4 + IPv6 

a 


Static DNS: □ 

IPv6 addressing type: SLAAC 


Validate Code: 



Cancel 




























3.2 rm&cn Wireless 

- eifinviimu Home Network(l) --> FiSm/i WLAN Setting(2) 

- eiani/i WLAN Encryption(3) 

5sumt,Sflovm3aWn5afirmasi,a£iR(4) (foil 

- SSID ;^o^adTMfu iflSaihEi'lfent] cnjjflaofm 

- Enable SSID; Ran ^ iviaiilRn'i^i^ajjRanuafyqj'ini 

Encryption Settings 

- Security mode ; taan WPA-PSKMPA2-PSK (iSangnjjefaofm) 

- WPA encryption mode ; taan TKIP+AES (tJanemmadn'i?) 

- WPA pre-shared key; nsanTMSenjjRatffm 

- liao Validate Code wwviGnjjviiJrini) 

- naiJjj Save(5) 



LAN Devices 
LAN interface 


WLAN Settings 


WLAN Access 


WLAN Settings 

Your smart phone or wireless-capable computer can access the Internet through WLAN. 

► Basic Settings 


▼ WLAN Encryption 


2.4 GHz Frequency Band 



SSID: 

3bb-urian 


Enable SSID: 



Encryption Settings 



Security mode 

WPA-PSK/WPA2-PSK 

0 

'WPA encryption mode: 

TKIP+AES 

0 

WPA pne-shared key: 



Enable AP isolation: 

□ 


Hide broadcast: 

□ 


Validate Code: 



























- eianvi Advance Setting nnnJ¥ijmifusj@n3jmn}j@aoni5(6) 
?i;uuueifei>3'H'U'i^a'l'Mn?anTi£jfii;ia£ict(7) cfoti 

- Transmit power (percentage) ; 100% (rinvm@ri'ia> 3 d> 3 ?ja> 3 ^qjqj'ifu WiFi) 

- Transmission mode; 802.11 b/g/h (iJan Mode siao^fqjqnfu) 

- Channel; Auto (laantiatfihjqj-ifu) 

- Enable WMM (Qos) ; fiamntaovm'm J i^aiileifnTi^ajjeianuafcyfyifu 

- lln MCS; Auto (laanoramaom?) 

- lln bandwidth ; 20/40 MHz (laantsnjjei'aon'iiO 

- lln guard interval; Long (iSanm-minaom?) 

- iia >3 Validate Code wjjwnjjviiJrmf) 

- neiiJu Save(8) 

- ^utfueiaufmefafn crumfiilau URL Website marnMnu Internet v Uua£i 


1 ^ 


Transmit power (percentage): 

100% j^J 

2.4 GHz Frequency Band 

Transmission mode: 

802.1 Ib/g/n 

Channel: 

Auto 

Enable WMM (QoS): 

El 

lln MCS: 

Auto y 

lln bandwidth; 

20/40 MHz [v| 

lln guard interval: 

Long |^j 

Validate Code: 



Whats this 7 


Save 


]8 















4. nTSGNFh DHCP 

ms^afh DHCP uasmrffflfm IP Address i9un’i?5$in'migmi3n?i~m IP ’UiTrfahfitj mavi'i'lmfifa^nEi'ifiiljjinGiilfyvn 
tuflTatrfoTU 

- nanviuviij Home Network(l) --> nanvi LAN Interface(2) 

LAN Interface Setting(3) 

- IP Address(4) ;192.168.1.1 tcii IP Address enyfta’atfn'wWinu 

- Server Subnet Mask(5) ; 255.255.255.0 snjmmiJffauudewfhffi'Mi'lri' vftafjsrtiftfl'ufh Default n'lef 

- Device name(6) ; media router 

- iia >3 Validate Code wjjvfa'mviita'in|)(7) 

- n@i|jj Save(8) 


m HG630 V2 Home Gatev. X 1 


C © IwiJsiiKfinu | 192.168.1.1/html/advance.html#lan 


Or 


HG630 V2 Home Gateway HG630 V2 

_ 1 


admin Logout 


Home 

Internet 

Home Network 

Share 


Maintain 


LAN Interface 


WLAN Settings 
WLAN Access 


LAN Interface 

Your computer connects to a LAN interface to access the Internet. You can adjust the interface parameters according to LAN IP 
address allocation. 


► LAN Interface Status 


▼ LAN Interface Settings 


IP address: 

192 

. 168 

1 n 

1 

Server subnet mask: 

255 

. 255 

. 255 

. 0 


6 


You can access the HG630 V2 from http://mediarouter.home. 


Validate Code: 


nanvi DHCP Server(8) 

- Enable; namniaoviirm ' ivtai!J<amnSa}j<aanuSfyry'ifu(9) 

- Start IP address(lO) ;192.168.1.2 

- End IP address(ll) ;192.168.1.30 

- DNS mode(12)nan * CPE acts as the DNS proxy 

- Lease duration(13) ; 1 day {rinwuereuaianmuriaon’is) 

- liaj Validate Code wjjvfa'mviita'inf)(14) 

- nenJjj Save(15) 

- ^uffuGiaun-ii^oeh DHCP 


▼ DHCP Server 


8 


What's this? 


DHCP Server: 


Ld 


Start IP address: 

192 

168 

1 


2 


End IP address: 

192 

168 

1 


30 


DNS mode: 

® CPE acts as the DNS proxy 


10 

11 

12 


O Manually configure the DIMS server for LAN devices 


Lease duration: 


1 day 


13 

14 

15 


Save 


Validate Code: 

















































5. rndhjph Bridge Mode 

vhvmi/tafl'U ssvitu vhTtfo>iuau 2 i >3 'Mgi'i^pmeinovi'i'aniin'uiiluiJn^adud'i cnjmm^aii@aiihvnffari.Gf uasehofienjmfl 
mfijaiinm^iaoamj LAN vi , rio v l<a 

- eianviuviu Internet (1) --> nam/t Inter Settings (2) 

- £l§fl INTERN ET_TR069_R_VID_33(3) 

- nctijjj Edit(4) i^arinvmafhcnd'i turns Forward Port 
Basic Information 

- Enable Connection; flafuflsawjj-m * wai!J@rmilfau(aariu@f£iiqnfu(5) 

- Name(6) ; INTERNET_TR069_R_VID_33 

- Service type(7) ; eian * INTERNET ua^TR06 

- Connection type(8) ; iaan Bridged 

- MSS(9) ; 0 

- NAT type(10) ; NAPT 
Link Information 

- Enable VLAN ; PiafUfiiaoviJj'iEi ivfaifl@nnsi^au@anijafyfy'ifu(ll) 

- VLAN ID(12) ; 33 

- 802.1p(13) ; 0 

- Validate Code(14) ; 6P9BP 

- neiiJw Save(15) 


BROADBAND 


HG630 V2 Home Gateway HG630 V2 


admin 


Home 

Internet 

Home Network 

Share 


Maintain 


Internet Settings 


IPTV Service 

Layer2Bridging 
Parental Control 
Network Security 
Bandwidth Control 
Internet Services 
VPN 

Forwarding 
Routing Rules 


Internet Settings 

You can view the connection status of the HG630 V2 and modify connection parameters according to usage scenarios. 


▼ INTERNET TR069_R_VID_33 


Access type: 
IPv4 status: 
IPv6 status: 


VDSL 

Disconnected 

Disconnected 


Delete || 

Edit 

Restart PPPoE | 


Basic Information 



Enable connection: 

m 5 

Name: 



1 NTERNET_TR069_R_VI D_33 






Service type: 



✓ INTERNET @ TR069 □ Other 

Connection type: 


IP routing (PPP) ▼ 




IP routing (PPP) 

MRU: 



IP routing (IP) 



1 

Bridged 

MSS: 

0 < 


NAT type: 



NAPT ▼ J 

Link Information 



Enable VLAN: 


1—1 * 

1] 

VLAN ID: 



33 


| 802.Ip: 



|o 


| Validate Code 



6P9BP 

6 P 9 B P Refresh 

Cancel | 

Save 

15 


10 


12 

13 

14 
































6. nTSGNFh Forward Port 

fmeforn Forward Port fia rmfhvmsi Port Wnu IP Address wa'iinliJWjnufTiiaiJn^Euginj'i fl'iatino LAN vmaxjrmtvf 
snm5m^ajjgia^'ififn£mafn>3 LAN lef i^iu^nnflana, Notebook ria^jeraifnimuvl vita^nn Computer 'MilTmjTwdTun^nu 
ifluem 

^dufta<mn?i'da3JGianaa>»<n‘»ila uas; ailfTsmaw^^ia^anm 


I P:192.168.1.17 



IP: 192.168.1.2 


urfufflaufn'jcifoeh 2 iruGtau cfod 

tfuoauvi 1: ri'wuftMmman Port vjefaijfm Forward port 

- eianvUmu Internet(l) —> aanvi Forwarding(2) 

- Pianvt New port mapping(3) 


HG630 V2 Home Gateway HG630 V2 


BROADBAND 


I Home 

Internet 

Home Network 

Share 


Maintain 

Internet Settings 

Forwarding 


IPTV Service 
Layer2Bridging 
Parental Control 
Network Security 
Bandwidth Control 
Internet Services 
VPN 

Forwarding 2 


Routing Rules 


You can set forwarding rules on the HG630 V2 so that users can easily access server resources provided by your computer (such 
as personal websites and FTP servers) from the Internet. 

▼ Port Mapping 

What's this? 

Validate Code: 


+ New port mapping 3 


► Port Trigger 


► ALG 


► Multi-NAT 













- nanvi Port Mapping(4) 

TCUuufictJViui^alMni'anpiiei'iJ'i efofl(5) 

- Interface; INTERNET_TR069_R_0_33 (ifluphd^iimmfawm ma^twei^mj Wan Interface vjt < 2 iufm?) 

- Protocol; laanTCP (cnuefcMfm) 

- External Start Port uas External End Port; 20901 tstvnnmaii Port iMaan'H'hfo'iiiianaatf 

- Internal host; 192.168.1.17 (ifliminmau IP iiaoqiJnsnl'riaaon'is&jflh Forward Port) 

- Internal Port; 20901 (tdvijnmfm Port mfiaunu External Port) 

- Mapping Name; IP Camera l(^ < da®nu^®'aofn?) 

- ■wjjvI Validate Code emmitamg 

- nenJy Save(6) 


Layer2Bridging 
Parental Control 
Network Security 
Bandwidth Control 
Internet Services 
VPN 

Forwarding 
Routing Rules 


Port Mapping 


What’s this? 


IP Camera 


EJ Edit X Delete 


Type: O Customization <§) Application |web server(HTTP) 


13 


Interface: 

Protocol: 

| INTERNET_TR069_R_VID_33 [^j 

|tcp y 

Remote host: 


External start port: 

20901 

External end port: 

20901 

Internal host: 

192.168.1.17 

Internal port: 

20901 

Mapping name 

IP Camera 

Validate Code 



Q 6 I T P 


Refresh 


Cancel 


Save 


- iflaenmunTnlaufan 3t;iJinn|]tfayavinnMU0ad0ntiij'u 

- ^utfuffia'Ufmftafh Forward Port snjmaMn'u'Uusm 

- ntcuefaijn'ifri'ivmG) Port viunmaiiehnitiuitfii WneiiJu New Port Mapping id afhvmeviinmaii Port muenjJiMajn'n 
uasd'ayfn^'td'riivmeili ffomsi<a>3WcH'wjj#uin 

















7. Dynamic DNS 

mad'i'3 sjjfi? Host ?ia<3 Dyndns tiaa'hilla contact2nma.dyndns.org Domain 

‘iGm'higfaosh IP 

- FiSm/mviu Internet(l) --> eianvi Internet Services(2) 

- Aanvi Dynamic DNS (DDNS)(3) 

- Enable DDNS(4) ; / iviaiilGifmvrhn'u (fi'ijj'i6t?§'i , uvi^0}j'i^in‘i5j0'iti^i; v l}j v lmiletvfjn#ufl v lf efaoiileivfon^tifia'umTW 

>3tu) 



HG630 V2 Home Gateway HG630 V2 admin Log out 


Home 

Internet 

Home Network 

Share 


Maintain 


Internet Settings 
IPTV Service 
Layer2Bridging 
Parental Control 
Network Security 
Bandwidth Control 


Internet Services 


2 


VPN 


Forwarding 
Routing Rules 


Internet Services 


You can configure the Dynamic Domain Name Server (DDNS), Simple Network Time Protocol (SNTP), and multicast 
management. For example, the DDNS allows Internet users to use a fixed URL to access the HG630 V2; SNTP allows the HG630 
V2 to synchronize its system time with an Internet time server; Multicast management allows you to watch videos on the Internet 
when you use the IPTV service. 


▼ Dynamic DNS (DDNS) 


3 


What 1 s this? 


Enable DDNS: 
Validate Code: 



Save 


► Simple Network Time Protocol (SNTP) 










TCUuu^JViui^alMni'an^'iEiPitiiaEiei efoti(5) 

Status 

- Provider; DynDns.org (iSamlu^jaowltfutfnf) 

- Host name; contact2nma (^a^ri'ivi , uct v lfiJtinij'2iajwl'Mij?nii' DDNS) 

- Domain ; dyndns.org (Saili^ajwltfuffm) 

- Username ;Contact2 (enjj'MriTMugi'l'i'dagiau^jjpif'ltfuffnf) 

- Password ; (et'iJj^fi'iviuia'I.fiflagtatieiJjRrttfuffn?) 

- wiM Validate Code ermviiJnng 

- neii|jj Save(6) 

- ^utfuetaum^ofi'i smj'i^mtEmeina'aj'jj^Tilctutinu^iaowl'Muffni' DDNS 



HG630 V2 Home Gateway 


HG630 V2 


admin -joq <xr 


Home 

Internet 

Home Network 

Share 


Maintain 


Internet Settings 
IPTV Service 
Layer2Bridging 
Parental Control 
Network Security 
Bandwidth Control 
Internet Services 
VPN 

Forwarding 
Routing Rules 


Internet Services 

You can configure the Dynamic Domain Name Server (DDNS). Simple Network Time Protoool (SNTP), 
and multicast management. For example, the DDNS allows Internet users to use a fixed URL to access 
the HG630 V2; SNTP allows the HG630 V2 to synchronize its system time with an Internet time server; 
Multicast management allows you to watch videos on the Internet when you use the IPTV service 


Dynamic DNS (DDNS) 


i/Vhats this 0 


Enable DDNS: 


El 


Status: 

Provider. 

Host name: 
Domain name: 
Username: 
Password: 
Validate Code: 


DynDns.org 

http://www.dyn d ns. com 

contact2nma 

dyndns.org 

contact2 


E 


TO RYE 

TOR YE 


Refresh 


Save 
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8. fn‘5i<da»jftaqiJn‘5m 


tfuvi 1 : iJawpiaviafpi DSL uao Router 'liiEfoviafpi Modem uao Splitter IPiuWenuTmcIvivf iJawpia 

TmtfvivfliJffoviafpi Phone uaj Splitter tpmttfsnErt'mflVivf i'da}jgiau^n‘[vi5(fvivriiJujviafe) Line uao Splitter 
sTm‘iV)?tfVjVf 

tfuvi 2 : iijawpiaviafpi LAN uao Router 'liJfiro viafpi Ethernet iiaiHPiiiaopiajjmiPiafTpiuWcrm LAN 
tfuvi 3 : iJawpia Power Adapter nu iPh iJeiuTvI AC uaseiatiJuj viafpi Power uao Router 

3iJua®>]fn‘5i>?ia»j® > aqiJn‘5m Router, in^a^aauw'HGia'f, Splitter uaslmrifwvf 



A 

uvm^'m'lvlvh 

B 

pi a urn ipi af uu upfo“lpfe 

C 

tmflwi/ipfatcfc 

D 

a a^i iia af uuuiai rmi 

E 

SfjnfvfivJ'U 

F 

uvimafl 

G 

Port LINE 

H 

Port MODEM 

I 

Port Phone 


9. mrwuaGivmuaufma^ia^qiJn'sm 



wa'fo/iJjj 

TiUeisHauft 

1 

On/Off 

dTMfu ill pi vitatl pi u^vJ^i a >3 aiJ n?ru 

2 

Power 

divifuiSaupianij Power Adapter 

3 

LAN 

ehvifuiSaypianij Port Ethernet ua^ipiiaopiauvnipiaf 

4 

WLAN 

npiil.jjtf (innndn 3 irm) fwaitlpi vitaflpinnsWonin^mf'u WLAN 

5 

WLAN 

iSupfun'irtifa'm WiFi Protected setup (WPS) tpmnpiilu WPS 

6 

USB 

ttfcnmm'dajjpia USB 

7 

Reset 

nnspfaphl^jnmfluphiliijpf'u dTnfu^Pin ADSL Router^ iiluphinPissTU^m 
fowvu “IpiunpiiJu Reset Ph^lf 6 lirm fn^Pi'n^sanpTopinifl'UPinifupIu^'in 
foj<nu 























































